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INVITE sip: i-cscsf.nokia.com SIP/2.0
Via: SIP/2.0/UDP i-cscf.nokia.com
From: sip: Road_user@CSCFdomain; user=phone
To: sip: Road_user @CSCFdomain; user=phone
Call-ID: my_host@host
CSeq: 1 INVITE
Contact: <sip:joe@nokia.com:5060; transport=udp>
Authorization: UMTS <RES value in HEX format>
Content-Length:X

Expires: delta-seconds
Content-type: service-request/NML

US 2002/0126701 A1

< Here is defined a XML script defining the type of
service requested in this session following a Nokia
based XML DTD>

FIG. 4

Datum -WGS84 {Mandatory)
Coordinates - Latitude (Mandatory)
- Longitude (Mandatory)
- Altitude above WGS84 reference (Optional)
ellipsoid (Optional)
- Altitude above mean sea level
Location - Horizontal accuracy, by radius of a (Optional)
Accuracy circle from the positioned point
- Altitude accuracy, by range from the (Optional)
positioned point
Time - Real time of the measurement/fix (Mandatory)
Speed - Ground speed (Optional)
- Vertical speed (Optional)
Direction - Direction of movement (Optional)
Course - Direction from the current position to a | (Optional)
defined destination
Orientation - Horizontal orientation (Optional)
— Vertical orientation (pitch)
Un-specified - Attributes enabling some extensibility | (Optional)
Attributes
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