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42. A system comprising:

circuitry for obtaining information associated with one or
more sequences of two or more conformations of one or
more portions of one or more regions of a bendable
display containing electronic device; and

circuitry for controlling display of one or more portions of

the bendable display containing electronic device
regarding display of second information in response to
the information associated with the one or more
sequences of two or more conformations of the one or
more portions of the one or more regions of the bendable
display containing electronic device.

43. The system of claim 42, wherein the circuitry for
obtaining information associated with one or more sequences
of'two or more conformations of one or more portions of one
or more regions of a bendable display containing electronic
device comprises:

circuitry for detecting one or more sequences of two or

more conformations of one or more portions of one or
more regions of the bendable display containing elec-
tronic device.

44. The system of claim 42, wherein the circuitry for
obtaining information associated with one or more sequences
of'two or more conformations of one or more portions of one
or more regions of a bendable display containing electronic
device comprises:

circuitry for obtaining strain information associated with

one or more sequences of two or more conformations of
one or more portions of one or more regions of the
bendable display containing electronic device.

45. The system of claim 42, wherein the circuitry for
obtaining information associated with one or more sequences
of'two or more conformations of one or more portions of one
or more regions of a bendable display containing electronic
device comprises:

circuitry for obtaining stress information associated with

one or more sequences of two or more conformations of
one or more portions of one or more regions of the
bendable display containing electronic device.

46. The system of claim 42, wherein the circuitry for
obtaining information associated with one or more sequences
of'two or more conformations of one or more portions of one
or more regions of a bendable display containing electronic
device comprises:

circuitry for obtaining calibration related information asso-

ciated with one or more sequences of two or more con-
formations of one or more portions of one or more
regions of the bendable display containing electronic
device.

47. The system of claim 42, wherein the circuitry for
obtaining information associated with one or more sequences
of'two or more conformations of one or more portions of one
or more regions of a bendable display containing electronic
device comprises:

circuitry for obtaining pattern information associated with

one or more sequences of two or more conformations of
one or more portions of one or more regions of the
bendable display containing electronic device.

48. The system of claim 42, wherein the circuitry for
obtaining information associated with one or more sequences
of'two or more conformations of one or more portions of one
or more regions of a bendable display containing electronic
device comprises:
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circuitry for obtaining surface contact information associ-
ated with one or more sequences of two or more confor-
mations of one or more portions of one or more regions
of the bendable display containing electronic device.

49. The system of claim 42, wherein the circuitry for
obtaining information associated with one or more sequences
of two or more conformations of one or more portions of one
or more regions of a bendable display containing electronic
device comprises:

circuitry for obtaining sequence information associated
with two or more sequences of two or more conforma-
tions of one or more portions of one or more regions of
the bendable display containing electronic device.

50. The system of claim 42, wherein the circuitry for
obtaining information associated with one or more sequences
of two or more conformations of one or more portions of one
or more regions of a bendable display containing electronic
device comprises:

circuitry for obtaining geometrical information associated
with one or more sequences of two or more conforma-
tions of one or more portions of one or more regions of
the bendable display containing electronic device.

51. The system of claim 42, wherein the circuitry for
obtaining information associated with one or more sequences
of two or more conformations of one or more portions of one
or more regions of a bendable display containing electronic
device comprises:

circuitry for obtaining information related to predeter-
mined indicia associated with one or more sequences of
two or more conformations of one or more portions of
one or more regions of the bendable display containing
electronic device.

52. The system of claim 42, wherein the circuitry for
obtaining information associated with one or more sequences
of two or more conformations of one or more portions of one
or more regions of a bendable display containing electronic
device comprises:

circuitry for obtaining optical fiber derived information
associated with one or more sequences of two or more
conformations of one or more portions of one or more
regions of the bendable display containing electronic
device.

53. The system of claim 42, wherein the circuitry for
obtaining information associated with one or more sequences
of two or more conformations of one or more portions of one
or more regions of a bendable display containing electronic
device comprises:

circuitry for obtaining information based on one or more

sequences of one or more associations between two or
more of the portions of the one or more regions of the
bendable display containing electronic device associ-
ated with the two or more conformations of the one or
more portions ofthe one or more regions of the bendable
display containing electronic device.

54. The system of claim 42, wherein the circuitry for
obtaining information associated with one or more sequences
of two or more conformations of one or more portions of one
or more regions of a bendable display containing electronic
device comprises:

circuitry for receiving signals from embedded sensors.

55. The system of claim 42, wherein the circuitry for
obtaining information associated with one or more sequences



