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Example 5.0:

[0092] M-notification.ind Encoding into Short Message
Parameter of Submit_sm

[0093] M-not,4102792082,2,300000,r=4103036476& f=
123456789012345678901234,Vacation to Jamaica

TABLE 7.0

Submit SM Message Fields

HEADER
Size
Field name (octet)  Type Description
Command__Length 4  Integer Total Length of the PDU
Command__Id 4 Integer Set to 0x00000004
Command__Status 4 Integer Set to 0x00000000 - OK
Sequence_ Number 4 Integer Set to a value within the following range (0x00000001 —
Ox7FFFFFFF)
Mandatory Parameters
Size in
Name Octet  Type Description
Service__type <=6  C-Octet “CMT”—Cellular Messaging Teleservice
string
Source__addr__ton 1 Integer Leave default
Source__addr__npi 1 Integer Leave default
Source__address <=21  C-Octet NULL, as if address unknown
string
Dest__addr__ton 1 Integer Leave default
Dest__addr__npi 1 Integer Leave default
Destination__addr <=21  C-Octet MIN provided in the M-notification message from the
string  Relay as the “To:” address.
Esm__class 1 Integer Indicates message mode & message type.
Message Mode (bits 1, 0)
Can be set:
00 - 3 Default ESME mode (e.g. Store and Forward)
Message Type (bits 5, 4, 3, 2)
Can be:
0000 - Default (i.e. normal message)
GSM Network Specific Features (bits 7, 6):
00 - No specific feature selected.
Protocol__id 1 Integer Protocol identifier for IS-95 (CDMA) should be set to
NULL
Priority_ flag 1 Integer 2 (High priority)

Schedule__delivery_ time Fixed. C-Octet NULL for immediately message delivery.
Either  String

1or17
Validity_ period Fixed. C-Octet NULL = ESME default
Either string
1or17
Registered__delivery 1 Integer ESME Delivery Receipts (bits 1 and 0)

00 - Default: No ESME delivery receipt requested

SME Originated Acknowledgement (bits 3 and 2)

00 - Default: No recipient SME acknowledgment

requested.

Intermediate Notification (bits 5):

0 - Default: No intermediate notification
Replace__if__present 1 Integer Flag indicating if submitted message should replace an

existing message.

0 = Don’t replace (default)

Data__coding 1 Integer 00000010 - Octet unspecified (8-bit binary)

Sm__default_msg_id 1 Integer  Set to NULL.

Sm__length 1 Integer Will be set to length (in octets) of the short message
user data.

Short__message Variable Octet  M-notification.ind fields and values.

size  String
0-254




