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FIG. 14
PARAMETERS 1 2 3 4 5
FILTER
SPECTRUM 802.11b 802.11b 802.11b 802.11b 802.11b
MODULATION QPSK QPSK 16 QAM 16 QAM 16 QAM
SCRAMBLING
CODE LENGTH 256 256 256 256 256
PHYSICAL
DATA RATE 22 Mbps 22 Mbps 44 Mbps 44 Mbps 44 Mbps
RATE 1/2, RATE 1/2, | RATE 3/4,
CODING | ryrgo (sccc)|  NONE | qurso (sccc)|Turso (sccc)|  NONE
ARQ OPTIONAL OPTIONAL OPTIONAL OPTIONAL OPTIONAL
MAXIMUM
DATA RATE 11 Mbps 22 Mbps 22 Mbps 33 Mbps 44 Mbps
TRAMT | ~1dBm | 8 dBm 4 dBm 8 dBm | 15 dBm
DISTANCE 10 m 10m 10 m 10 m 10 m
BT R 1e-8 le-8 le-8 le-8 le-8
PACKET
ERROR RATE Te-4 le-4 fe-4 le-4 te-4
MARGIN +
NOISE FIGURE 37 dB 37 dB 37 dB 37 dB 37 dB
RECEIVER
SENSITIVITY -85 dBm -76 dBm -80 dBm -76 dBm -69 dBm
FREQUENCY BAND BAND BAND BAND BAND
DIVERSITY SELECTION | SELECTION | SELECTION SELECTION | SELECTION
SYMBOL
RATE 11 Msps 11 Msps 11 Msps 11 Msps 11 Msps
SPREADING 11 Mcps 11 Meps 11 Meps 11 Mcps 11 Mcps




